
THROW OVER GATE LOOP LATCH

3" Model 

3.5" Model 

Before you begin installation, please consult 

application. Routine maintenance and testing

consumer/end user and advise 
The throw over gate loop is used to latch two gates that meet in the

farm gates, driveway gates, or anywhere that an easy to operate, reliable latch is required.  It is suited for use

wood or PVC gates. It is not intended for use on round rails.

 

Make sure that you have purchased the correct size latch for the gate thickness you are using.

4200-03SP are intended for 3” thick gates

intended for use on 3.5" thick gates (3.25"

easily lockable. 

 
Drill a 3/8” hole 2 1/4” below the top edge of the gate.

head on the inside of the field (if livestock are being contained).  

over loop and the gate. Thread the stainless steel locking nut to fully engage it on the carriage bolt.

tighten as this will restrict the swing action of the throw over loop.

 
The throw over gate loop should not be used with livestock without a 

plate should be mounted on top of the opposite gate so that it is engaged by the hole in the throw over loop.

snap fastener or padlock should then be installed throu

is not accidently lifted by the animals. 

sturdy installation. Periodic attention to ensure proper alignment of the staple to

essential. 
 

 

 

Closed Position 

 

 

 

 

Shipping from 

Phone:

THROW OVER GATE LOOP LATCH

3" Model - 4200-032 and 4200-03SP 

3.5" Model - 4200-0352 and 4200-035SP 
 

 your local building code and/or pool code to ensure this

testing to ensure proper operation is required. Please leave

advise them about testing the latch routinely to ensure proper

The throw over gate loop is used to latch two gates that meet in the middle of an opening. It is intended for use on 

farm gates, driveway gates, or anywhere that an easy to operate, reliable latch is required.  It is suited for use

It is not intended for use on round rails. 

rchased the correct size latch for the gate thickness you are using.

are intended for 3” thick gates (2 3/4” to 3” is ideal), while the 4200-0352 and 4200

intended for use on 3.5" thick gates (3.25"-3.5" is ideal). It is supplied with a staple on plate to make the latch 

” below the top edge of the gate. The carriage bolt provided should be installed with the 

head on the inside of the field (if livestock are being contained).  Install a washer between each arm of the throw 

Thread the stainless steel locking nut to fully engage it on the carriage bolt.

tighten as this will restrict the swing action of the throw over loop. 

loop should not be used with livestock without a fastening/locking 

plate should be mounted on top of the opposite gate so that it is engaged by the hole in the throw over loop.

snap fastener or padlock should then be installed through the staple at all times to ensure that the throw over loop 

 The use of a cane bolt on one of the gates is recommended to ensure a 

sturdy installation. Periodic attention to ensure proper alignment of the staple to the hole in the throw over loop is 

 

 

Open Position

HingeandLatch Gate Hardware. 

Shipping from Marysville, MI USA & London, ON Canada

www.HingeandLatch.com 

Phone: (877) 422-0242 - Fax: (902) 875-4748 

 

this product is suitable for your 

leave these instructions with the 

proper operation. 

middle of an opening. It is intended for use on 

farm gates, driveway gates, or anywhere that an easy to operate, reliable latch is required.  It is suited for use on 

rchased the correct size latch for the gate thickness you are using. The 4200-032 and 

0352 and 4200-035SP are 

s supplied with a staple on plate to make the latch 

The carriage bolt provided should be installed with the 

Install a washer between each arm of the throw 

Thread the stainless steel locking nut to fully engage it on the carriage bolt. Do not over 

fastening/locking device. The staple on 

plate should be mounted on top of the opposite gate so that it is engaged by the hole in the throw over loop. A 

gh the staple at all times to ensure that the throw over loop 

The use of a cane bolt on one of the gates is recommended to ensure a 

the hole in the throw over loop is 

Open Position 
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